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(i) For the convenience of the con-
tractor, or 

(ii) Not approved by the State and 
FHWA. 

(3) The State and FHWA shall be af-
forded a reasonable opportunity to in-
spect materials recovered by the rail-
road prior to disposal by sale or scrap. 
This requirement will be satisfied by 
the railroad giving written notice, or 
oral notice with prompt written con-
firmation, to the State of the time and 
place where the materials will be avail-
able for inspection. The giving of no-
tice is the responsibility of the rail-
road, and it may be held accountable 
for full value of materials disposed of 
without notice. 

(4) In addition to normal construc-
tion costs, the following construction 
costs are eligible for participation with 
Federal-aid funds when approved by 
the State and FHWA: 

(i) The cost of maintaining tem-
porary facilities of a railroad company 
required by and during the highway 
construction to the extent that such 
costs exceed the documented normal 
cost of maintaining the permanent fa-
cilities. 

(ii) The cost of stage or extended con-
struction involving grade corrections 
and/or slope stabilization for perma-
nent tracks of a railroad which are re-
quired to be relocated on new grade by 
the highway construction. Stage or ex-
tended construction will be approved 
by FHWA only when documentation 
submitted by the State establishes the 
proposed method of construction to be 
the only practical method and that the 
cost of the extended construction with-
in the period specified is estimated to 
be less than the cost of any practicable 
alternate procedure. 

(iii) The cost of restoring the com-
pany’s service by adustments of exist-
ing facilities away from the project 
site, in lieu of and not to exceed the 
cost of replacing, adjusting or relo-
cating facilities at the project site. 

(iv) The cost of an addition or im-
provement to an existing railroad facil-
ity which is required by the highway 
construction. 

[40 FR 16059, Apr. 9, 1975, as amended at 40 
FR 29712, July 15, 1975; 47 FR 33956, Aug. 5, 
1982; 62 FR 45328, Aug. 27, 1997] 

§ 646.218 Simplified procedure for ac-
celerating grade crossing improve-
ments. 

(a) The procedure set forth in this 
section is encouraged for use in simpli-
fying and accelerating the processing 
of single or multiple grade crossing im-
provements. 

(b) Eligible preliminary engineering 
costs may include those incurred in se-
lecting crossings to be improved, deter-
mining the type of improvement for 
each crossing, estimating the cost and 
preparing the required agreement. 

(c) The written agreement between a 
State and a railroad shall contain as a 
minimum: 

(1) Identification of each crossing lo-
cation. 

(2) Description of improvement and 
estimate of cost for each crossing loca-
tion. 

(3) Estimated schedule for comple-
tion of work at each location. 

(d) Following programming, author-
ization and approval of the agreement 
under § 646.218(c), FHWA may authorize 
construction, including acquisition of 
warning device materials, with the 
condition that work at any particular 
location will not be undertaken until 
the proposed or executed State-rail-
road agreement under § 646.216(d) (2) is 
found satisfactory by FHWA and the 
final plans, specifications, and esti-
mates are approved and with the condi-
tion that only material actually incor-
porated into the project will be eligible 
for Federal participation. 

(e) Work programmed and authorized 
under this simplified procedure should 
include only that which can reasonably 
be expected to reach the construction 
stage within one year and be completed 
within two years after the initial au-
thorization date. 

§ 646.220 Alternate Federal-State pro-
cedure. 

(a) On other than Interstate projects, 
an alternate procedure may be used, at 
the election of the State, for processing 
certain types of railroad-highway 
work. Under this procedure, the State 
highway agency will act in the relative 
position of FHWA for reviewing and ap-
proving projects. 
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(b) The scope of the State’s approval 
authority under the alternate proce-
dure includes all actions necessary to 
advance and complete the following 
types of railroad-highway work: 

(1) All types of grade crossing im-
provements under § 646.206(a) (3). 

(2) Minor adjustments to railroad fa-
cilities under § 646.206(b). 

(c) The following types of work are to 
be reviewed and approved in the nor-
mal manner, as prescribed elsewhere in 
this subpart. 

(1) All projects under § 646.206(a) (1) 
and (2). 

(2) Major adjustments to railroad fa-
cilities under § 646.206(b). 

(d) Any State wishing to adopt the 
alternate procedure may file a formal 
application for approval by FHWA. The 
application must include the following: 

(1) The State’s written policies and 
procedures for administering and proc-
essing Federal-aid railroad-highway 
work, which make adequate provisions 
with respect to all of the following: 

(i) Compliance with the provisions of 
title 23 U.S.C., title 23 CFR, and other 
applicable Federal laws and Executive 
Orders. 

(ii) Compliance with this subpart and 
23 CFR part 140, subpart I and 23 CFR 
part 172. 

(iii) For grade crossing safety im-
provements, compliance with the re-
quirements of 23 CFR part 924. 

(2) A statement signed by the Chief 
Administrative Officer of the State 
highway agency certifying that: 

(i) The work will be done in accord-
ance with the applicable provisions of 
the State’s policies and procedures sub-
mitted under § 646.220(d)(1), and 

(ii) Reimbursement will be requested 
in only those costs properly attrib-
utable to the highway construction and 
eligible for Federal fund participation. 

(e) When FHWA has approved the al-
ternate procedure, it may authorize 
the State to proceed in accordance 
with the State’s certification, subject 
to the following conditions: 

(1) The work has been programmed. 
(2) The State submits in writing a re-

quest for such authorization which 
shall include a list of the improve-
ments or adjustments to be processed 
under the alternate procedure, along 

with the best available estimate of 
cost. 

(f) The FHWA Regional Adminis-
trator may suspend approval of the cer-
tified procedure, where FHWA reviews 
disclose noncompliance with the cer-
tification. Federal-aid funds will not be 
eligible to participate in costs that do 
not qualify under § 646.220(d)(1). 

[40 FR 16059, Apr. 9, 1975; 40 FR 29712, July 15, 
1975; 40 FR 31211, July 25, 1975; 42 FR 30835, 
June 17, 1977, as amended at 45 FR 20795, Mar. 
31, 1980] 

APPENDIX TO SUBPART B OF PART 646— 
HORIZONTAL AND VERTICAL CLEAR-
ANCE PROVISIONS FOR OVERPASS AND 
UNDERPASS STRUCTURES 

The following implements provisions of 23 
CFR 646.212(a)(3). 
a. Lateral Geometrics 

A cross section with a horizontal distance 
of 6.1 meters, measured at right angles from 
the centerline of track at the top of rails, to 
the face of the embankment slope, may be 
approved. The 6.1-meters distance may be in-
creased at individual structure locations as 
appropriate to provide for drainage if justi-
fied by a hydraulic analysis or to allow ade-
quate room to accommodate special condi-
tions, such as where heavy and drifting snow 
is a problem. The railroad must demonstrate 
that this is its normal practice to address 
these special conditions in the manner pro-
posed. Additionally, this distance may also 
be increased up to 2.5 meters as may be nec-
essary for off-track maintenance equipment, 
provided adequate horizontal clearance is 
not available in adjacent spans and where 
justified by the presence of an existing main-
tenance road or by evidence of future need 
for such equipment. All piers should be 
placed at least 2.8 meters horizontally from 
the centerline of the track and preferably be-
yond the drainage ditch. For multiple track 
facilities, all dimensions apply to the center-
line of the outside track. 

Any increase above the 6.1-meters hori-
zontal clearance distance must be required 
by specific site conditions and be justified by 
the railroad to the satisfaction of the State 
highway agency (SHA) and the FHWA. 
b. Vertical Clearance 

A vertical clearance of 7.1 meters above 
the top of rails, which includes an allowance 
for future ballasting of the railroad tracks, 
may be approved. Vertical clearance greater 
than 7.1 meters may be approved when the 
State regulatory agency having jurisdiction 
over such matters requires a vertical clear-
ance in excess of 7.1 meters or on a site by 
site basis where justified by the railroad to 
the satisfaction of the SHA and the FHWA. A 
railroad’s justification for increased vertical 

VerDate Aug<31>2005 15:26 May 03, 2007 Jkt 211076 PO 00000 Frm 00254 Fmt 8010 Sfmt 8002 Y:\SGML\211076.XXX 211076cp
ric

e-
se

w
el

l o
n 

P
R

O
D

1P
C

66
 w

ith
 C

F
R



245 

Federal Highway Administration, DOT Pt. 650 

clearance should be based on an analysis of 
engineering, operational and/or economic 
conditions at a specific structure location. 

Federal-aid highway funds are also eligible 
to participate in the cost of providing 
vertical clearance greater than 7.1 meters 
where a railroad establishes to the satisfac-
tion of a SHA and the FHWA that it has a 
definite formal plan for electrification of its 
rail system where the proposed grade separa-
tion project is located. The plan must cover 
a logical independent segment of the rail 
system and be approved by the railroad’s 
corporate headquarters. For 25 kv line, a 
vertical clearance of 7.4 meters may be ap-
proved. For 50 kv line, a vertical clearance of 
8.0 meters may be approved. 

A railroad’s justification to support its 
plan for electrification shall include maps 
and plans or drawings showing those lines to 
be electrified; actions taken by its corporate 
headquarters committing it to electrifica-
tion including a proposed schedule; and ac-
tions initiated or completed to date imple-
menting its electrification plan such as a 
showing of the amounts of funds and identi-
fication of structures, if any, where the rail-
road has expended its own funds to provide 
added clearance for the proposed electrifica-
tion. If available, the railroad’s justification 
should include information on its con-
templated treatment of existing grade sepa-
rations along the section of its rail system 
proposed for electrification. 

The cost of reconstructing or modifying 
any existing railroad-highway grade separa-
tion structures solely to accommodate elec-
trification will not be eligible for Federal-aid 
highway fund participation. 
c. Railroad Structure Width 

Two and eight tenths meters of structure 
width outside of the centerline of the outside 
tracks may be approved for a structure car-
rying railroad tracks. Greater structure 
width may be approved when in accordance 
with standards established and used by the 
affected railroad in its normal practice. 

In order to maintain continuity of off- 
track equipment roadways at structures car-
rying tracks over limited access highways, 
consideration should be given at the prelimi-
nary design stage to the feasibility of using 
public road crossings for this purpose. Where 
not feasible, an additional structure width of 
2.5 meters may be approved if designed for 
off-track equipment only. 

[53 FR 32218, Aug. 24, 1988, as amended at 62 
FR 45328, Aug. 27, 1997] 

PART 650—BRIDGES, STRUCTURES, 
AND HYDRAULICS 

Subpart A—Location and Hydraulic Design 
of Encroachments on Flood Plains 

Sec. 
650.101 Purpose. 
650.103 Policy. 
650.105 Definitions. 
650.107 Applicability. 
650.109 Public involvement. 
650.111 Location hydraulic studies. 
650.113 Only practicable alternative finding. 
650.115 Design standards. 
650.117 Content of design studies. 

Subpart B—Erosion and Sediment Control 
on Highway Construction Projects 

650.201 Purpose. 
650.203 Policy. 
650.205 Definitions. 
650.207 Plans, specifications, and estimates. 
650.209 Construction. 
650.211 Guidelines. 

Subpart C—National Bridge Inspection 
Standards 

650.301 Purpose. 
650.303 Applicability. 
650.305 Definitions. 
650.307 Bridge inspection organization. 
650.309 Qualifications of personnel. 
650.311 Inspection frequency. 
650.313 Inspection procedures. 
650.315 Inventory. 
650.317 Reference manuals. 

Subpart D—Highway Bridge Replacement 
and Rehabilitation Program 

650.401 Purpose. 
650.403 Definition of terms. 
650.405 Eligible projects. 
650.407 Application for bridge replacement 

or rehabilitation. 
650.409 Evaluation of bridge inventory. 
650.411 Procedures for bridge replacement 

and rehabilitation projects. 
650.413 Funding. 
650.415 Reports. 

Subparts E–F [Reserved] 

Subpart G—Discretionary Bridge 
Candidate Rating Factor 

650.701 Purpose. 
650.703 Eligible projects. 
650.705 Application for discretionary bridge 

funds. 
650.707 Rating factor. 
650.709 Special considerations. 
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